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PAS W15P PAS W30P

Speaker

Amplifier Class D 15W Class D 15W

Speaker component 1 x 5"Woofer+1 x 1" high frequency driver unit 1 x 6.5" Woofer+1 x 1" high frequency driver unit

Sensitivity 93dB/1m/1W 95dB/1m/1W

Max Sound Pressure Level 104dB 109dB

Rated Power DC: 8Ω 15W , PoE: af-8Ω 8W / at-8Ω 15W DC: 8Ω 30W , PoE: af-8Ω 8W / at-8Ω 20W

Frequency range 100Hz~20KHz 70Hz~20KHz

Coverage 90°H 90°V, 30m² 90°H 90°V, 60m²

Acoustics Mono

MicroPhone

MicroPhone Electret condenser microphone

Directionality Omni-directional

Sensitivity -36±2dB

SNR 65dB

Max input sound pressure 110 dB (THD ≤ 3%)

Max pickup distance Up to 10m in a 50dB noise environment

Codec
Audio Codec G.722, G.711 A-law, G.711 U-law, Opus

Audio streaming MP3 sampling rate 8 – 48KHz, bit rate 64 – 320kbps, Mono or Stereo

SIP Account SIP Account 3 SIP Account

Physical Interface

Ethernet 1x 10/100Mbps, support PoE IEEE 802.3af/at

Phoenix terminal 1x 10-pin 3.5mm - (Dry Contact,Switch, Key, Key Indicator, Satellite speaker)

Power Socket DC Female interface(5.5*2.1mm)

Protocols Network Protocols
SIP(RFC3261), HTTP, TCP/IP, SSL, DNS, SNTP, NTP, RTSP, RTP, RTCP, TCP, UDP, MQTT, ICMP, DHCP,
ARP, SSH

Administration

Administration Web interface 

Provisioning method MQTT or auto provisioning server

API MQTT

Hardware
Specification

Memory 128MB RAM, 256MB Flash

Power input PoE IEEE802.3af/at standard adaptive or DC 24V-2A

Enclosure/Cabinet Aluminum-Alloy Grille+ABS

Color Black

Weight 2.65KG 3.80KG

Dimension 242 x 182 x 162 mm 300 x 215 x 195mm 

Mounting Wall mounted

Environmental

Installation environment Indoor

Operating temperature 20°C- 50°C (-4°F - 122°F)

Storage temperature -40°C- 70°C (-40°F - 158°F)

Humidity 10% - 95% RH Non-condensing

Warranty 2 Years
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Specification PAS W15S

Speaker component 1 x 5"Woofer+1 x 1" high frequency driver unit

Sensitivity 93dB/1m/1W

Max Sound Pressure Level 104dB

Rated Power 15W , Impedance 8Ω 

Frequency range 100Hz~20KHz

Weight 2.5 Kg

Ethernet (PoE)

PoE Switch
(Power + Network)

1  Speaker
(Primary)

st

PoE Powered
(Network + Power)

Phoenix Terminal
(To Satellite Speaker)

2-Wire Connection
(Audio Only, No Power)

2  Speaker
(Satellite)

nd

Powered from 1st Speaker
(2-Wire Audio, No Power)

AVNETRA
AVNETRA

AVNETRA

SPK + SPK -

Common Terminal Input for Dry Contact SignalCommon Terminal Input for Dry Contact SignalCommon Terminal Input for Dry Contact Signal

Normally Open Dry Contact OutputNormally Open Dry Contact OutputNormally Open Dry Contact Output

Key Indicator Light Interface +Key Indicator Light Interface +Key Indicator Light Interface +

Key Indicator Light Interface -Key Indicator Light Interface -Key Indicator Light Interface -

Satellite Speaker Interface +Satellite Speaker Interface +Satellite Speaker Interface +

Satellite Speaker Interface -Satellite Speaker Interface -Satellite Speaker Interface -

Switch Quantity +Switch Quantity +Switch Quantity +

Key Interface -Key Interface -Key Interface -

Switch Quantity -Switch Quantity -Switch Quantity -

Key Interface +Key Interface +Key Interface +

SPK -SPK -SPK -

SPK +SPK +SPK +

LED -LED -LED -

LED +LED +LED +

KEY -KEY -KEY -

KEY +KEY +KEY +

DIN -DIN -DIN -

DIN +DIN +DIN +

COM -COM -COM -

N.O.N.O.N.O.

Phoenix terminal Wall /Poll Mounting  indoor

Empower Paging & Announcement with Avnetra Business Suite
Integrate PLCs, IoT devices and day-to-day business workflows to automate paging, announcements and public safety

broadcasts through intelligent, event-driven communication.

SIP Based

Wide Coverage
for Indoor & Semi-Outdoor
Environments

Clear Voice Communication

MQTT API

Easy Wall Mount Installation
with Durable Design

3 SIP Account

for Paging & Announcements

for IoT, PLC and 3×1 Party Integration

Robust and Stylish Design
to Blend with Modern Spaces



       Key Features

Event-Triggered Announcements — Trigger voice alerts based on supported motion, intrusion, analytics or alarm events.

SIP-Based Paging — Deliver live or pre-recorded announcements to selected speakers or speaker groups.

Automated Security Response — Support perimeter protection, restricted-area alerts, emergency warnings and after-hours monitoring.

Centralized Management — Configure camera events, announcement rules and paging actions through an integrated platform.
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Avnetra Limited is a technology company focused on delivering integrated solutions
across Telecommunications, Unified Communications, Audio-Visual Collaboration, IoT,
Automation, Business Applications and System Integration. The company combines
technology development, manufacturing, distribution and project execution capabilities
to help organizations build smarter, more connected and efficient workplaces. 

With roots in telecom research and development dating back to 2012, Avnetra brings
together the legacy and capabilities of Neron Informatics and VoIC Networks under a
unified organization. Its portfolio spans communication hardware, software platforms,
enterprise collaboration, intelligent paging and announcement, and connected business
solutions.
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